


MMOODDEELL  66221122  FFRROONNTT  EENNDD  LLOOAADDEERR  
  

  

DDeemmaannddiinngg  jjoobbss  ddeemmaanndd  ppoowweerr  
aanndd  ppeerrffoorrmmaannccee  aanndd  tthhee  66221122  
FFrroonntt  EEnndd  LLooaaddeerr  mmeeeettss  tthhee  nneeeedd!!  
WWiitthh  aa  55,,665588  llbb..  lliifftt  ccaappaacciittyy  ttoo  aa  
mmaaxxiimmuumm  lliifftt  hheeiigghhtt  ooff  1122’’--55..55””,,  
tthhee  66221122  iiss  ddeessiiggnneedd  ttoo  ggeett  tthhee  jjoobb  
ddoonnee,,  aanndd  ddoonnee  qquuiicckkllyy..    WWiitthh  aa  
ttrruuee  MMiidd--MMoouunntt  ddeessiiggnn,,  tthhee  llooaaddeerr  
ccaann  bbee  iinnssttaalllleedd  oorr  rreemmoovveedd  qquuiicckkllyy  
aaddddiinngg  ttoo  tthhee  vveerrssaattiilliittyy  ooff  tthhee  
ttrraaccttoorr..    TThhee  66221122  LLooaaddeerr  hhaass  aa  
wwiiddee  rraannggee  ooff  QQuuiicckk  AAttttaacchh  ttoooollss,,  
mmaakkiinngg  iitt  tthhee  rriigghhtt  llooaaddeerr  ffoorr  tthhee  
jjoobb  eevveerryy  ttiimmee!!  

  
SSSPPPEEECCCIIIFFFIIICCCAAATTTIIIOOONNNSSS:::   

Tractor H.P. Range: 90 – 160 H.P. 
Hydraulic System Pressure – Flow Rates: 2750 psi / 16 gpm 
Maximum Lift Height to Pivot Pin: 149.50” (3797 mm) 
Max. Lift Height under level Bucket: 141.0” (3581 mm) 
Clearance with Bucket Dumped: 114.5” (2908 mm) 
Reach with Bucket @45° at Max Height: 42.5”  (1080 mm) 
Maximum Dump Angle: 45° 
Reach with Bucket on Ground: 95”  (2413 mm) 
Digging Depth 6.0” (152 mm) 
Lift Capacity to Max. Height at Pivot Pin: 5,658 lbs  (25,168 N) 
Lift Capacity to Max. Height: 4,124 lbs  (18,344 N) 
Breakout Force at Pivot Pin: 7,860 lbs  (34,963 N) 
Breakout Force: 5,684 lbs  (25,284 N) 
Bucket Size: 96” Quick Attach 

  
EExxttrraa  EEqquuiippmmeenntt  aanndd  AAttttaacchhmmeennttss::    
  

• Std or Heavy Duty Buckets, 84” – 108” • Bale Spear 
• Pallet Forks & Rollback Guards • Implement Boom 
• Bale Hugger • Grapple Forks 
• Hydraulic Self-Leveling • Bucket Teeth Kits 
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Rhino® guarantees each piece of Rhino equipment against defective materials and workmanship for a period of one year 
from date of delivery unless otherwise specified.  Rhino® reserves the right to make changes or improvements in design and 
construction of the parts or machines shown herein without notice or obligation. 
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