Large Pneumatic Tires
for a smoother cut on uneven terrain

Quick Hitch Compatible
for easier attachment
Standard Anti-Scalp Roller
On TM84 & TM100 to reduce
scalping on uneven terrain

Easy “"No Tool” Height Adjustment
for simple operation

Spring Loaded Drive Belt Idler designed
for longer wear and improved performance

Blade Tip Speeds Over 18,000 FPM

www.servis-rhino.com
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Easy, “No Tool”
Height Adjustment Design
Faster height adjustment and
simple operation

New Modern,
Deeper Deck Design
Improved styling, great

#‘ |durability and outstanding

| cut material distribution

—
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Large Diameter Tire / Wheels _ JL J
Provides a smoother cut on - :

uneven terrain

Full Floating CAT I or CAT I
Quick Hitch Compatibility
Easy attachment and better ground
following capabilities

TM100— CAT I-II Hitch Compatibilities

Spring Loaded Drive Belt Idler
Designed for longer wear
and improved performance

Increased Blade Tip Speeds
Speeds in excess of 18,000
FPM for an excellent cut and
increased air flow
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TUB0 F115H SOWERS

Specifications | TM60 | TM72 | TM84 | TM100
Mowing Width: 60" 72" 84" 100"
Overall Width: 61-3/4" 74" 86" 103"
Overall Length: 64" 70-1/4" 76" 87"
Cutting Height: 3/4" - 5-1/2" 3/4" - 5-1/2" 3/4" - 5-1/2" 3/4" - 5-1/2"

Height Adjustment: Easy “No Tool” Single Adjustable Bushing
Floating Hitch: CATI,CATIQH CATI,CATIQH CATI, CATIQH CAT I-ll Std. & QH
Blades: 5/16" x 2-1/2" 5/16" x 2-1/2" 5/16" x 2-1/2" 3/8" x 3"
Blade Overlap 1-7/8" 2-1/4" 2-5/8" 2-7/8"
Horsepower Required Min.: 16 22 30 35
Gearbox Rating (540 RPM)*: 55 HP 55 HP 55 HP 55 HP
Gearbox Ratio: 1:2.8 1:2.8 1:2.8 1:2.8
Blade Spindle: Three, 1-3/8" Diameter, Tapered Roller Bearings
Blade Tip Speed (540 RPM): 18,075 FPM 18,241 FPM 18,273 FPM 18,200 FPM
Cutting Capacity (Max.): Grass Grass Grass Grass
Driveline Size: Cat3 Cat 3 Cat 3 Cat4
Driveline Protection: "B" Size Belt "B" Size Belt "B" Size Belt "B" Size Belt
Deck Thickness: 3/16" 3/16" 3/16" 3/16"
Side Skirt: 3/16" x 6" 3/16" x 6" 3/16" x 6" 3/16" x 6-1/2"
Tires & Wheels: Solid 12.5" or Solid 12.5" or Solid 12.5" or 13x6.5-6 4 Ply
Pneumatic 12.5" Pneumatic 12.5" 13x6.5-6 4 Ply w/sealant
Discharge: Rear Rear Rear Rear
Weight (Approx.): 573 Ibs. 655 Ibs. 762 Ibs. 1020 Ibs.

Rhino® guarantees each piece of Rhino® equipment against defective materials and RHINO® reserves the right to make changes and/or improvements in design and construc-
workmanship for a period of one year from the date of delivery to the purchaser unless tion of parts or machines shown herein without notice or obligation.

otherwise specified.

" MEMBER OF THE
ALAMO GROUP

ALWAYS ON THE CUTTING EDGE::

© 2008 Alamo Group Inc.

A member of the Alamo Group
1020 S Sangamon Ave Gibson City, IL 60936
TEL: 877-408-3297
FAX: 877-408-3298
www.servis-rhino.com

n to Lead

Servis and Rhino are registered trademarks of the Alamo Group Inc.

Printed in the USA TM-0808-0SP





